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responsible person in charge of the
loading or unloading (see § 176.57 of this
part) must ensure that they are ob-
served.

(i) Cotton or vegetable fibers may be
stowed in the same hold over bulk sul-
fur if the sulfur has been trimmed and
leveled and the hold is thoroughly
cleaned of sulfur dust. A tight floor of
two layers of 2.54 cm (1 inch) crossed
clean dunnage boards must be laid on
the sulfur before cotton or vegetable fi-
bers are stowed. These substances may
be stowed alongside each other in the
same hold if they are separated by a
tight dustproof wood bulkhead.

(j) Cotton or vegetable fibers may not
be stowed in a ’tween deck hold over
bulk sulfur in a lower hold unless the
’tween deck hold has been thoroughly
cleaned of all sulfur dust and the
’tween deck hatch covers are in place
and covered with tarpaulins and
dunnage.

§ 176.901 Stowage of cotton or vege-
table fibers with rosin or pitch.

(a) Unless impracticable, cotton or
vegetable fibers being transported on a
vessel may not be stowed in the same
hold or compartment with rosin or
pitch being transported on the same
vessel.

(b) When separate stowage is imprac-
ticable, the cotton or vegetable fibers
may be stowed in the same hold or
compartment with rosin or pitch if
they are separated by clean dunnage or
a cargo of a non-combustible nature.
When such stowage within the same
hold or compartment involves large
amounts of cotton or fibers or of rosin
or pitch, the rosin or pitch must be
floored off with at least two layers of
2.54 cm (1 inch) dunnaging and the cot-
ton or vegetable fibers stowed above.

§ 176.903 Stowage of cotton or vege-
table fibers with coal.

Cotton or vegetable fibers being
transported on a vessel may not be
stowed in the same hold with coal.
They may be stowed in adjacent holds
if the holds are separated by a tight
steel bulkhead and the cotton or vege-
table fibers are dunnaged at least 5 cm
(2 inches) off the bulkhead. Cotton or
vegetable fibers may be stowed in a
hold above or below one in which coal

is stowed if there is a tight steel inter-
vening deck and all hatch covers are in
place and covered with tarpaulins.

§ 176.905 Motor vehicles or mechanical
equipment powered by internal
combustion engines.

(a) A motor vehicle or any mecha-
nized equipment powered by an inter-
nal combustion engine is subject to the
following requirements when carried as
cargo on a vessel:

(1) Before being loaded on a vessel,
each motor vehicle or mechanical
equipment must be inspected for fuel
leaks and identifiable faults in the
electrical system that could result in
short circuit or other unintended elec-
trical source of ignition. A motor vehi-
cle or mechanical equipment showing
any signs of leakage or electrical fault
may not be transported.

(2) The fuel tank of a motor vehicle
or mechanical equipment powered by
liquid fuel may not be more than one-
fourth full.

(3) Whenever possible, each vehicle or
mechanical equipment must be stowed
to allow for its inspection during tran-
sit.

(4) Motor vehicles or mechanical
equipment may be refueled when nec-
essary in the hold of a vessel in accord-
ance with § 176.78.

(5) When a motor vehicle or mechan-
ical equipment with fuel in its tanks is
stowed in a closed freight container, a
warning, displayed on a contrasting
background and readily legible from a
distance of 8 meters (26 feet), must be
affixed to the access doors to read as
follows:

WARNING–MAY CONTAIN EXPLO-
SIVE MIXTURES WITH AIR—KEEP
IGNITION SOURCES AWAY WHEN
OPENING

(6) A motor vehicle or mechanical
equipment’s ignition key may not be in
the ignition while the vehicle or me-
chanical equipment is stowed aboard a
vessel.

(b) All equipment used for handling
vehicles or mechanical equipment
must be designed so that the fuel tank
and fuel system of the vehicle or me-
chanical equipment are protected from
stress that might cause rupture or
other damage incident to handling.
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